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The suspension ropes which are used in cables are used to communicate for suburban or rural areas 

outside the city. 

Product Standard EN 10264 
Raw Material  Standard EN 10016-3 
Steel Type High Carbon Steel 
Coating Standard EN 10244-2 
Coating Type Hot dip Galvanizing 
* Requested in accordance with the standards and specifications can be produced. 

 

Kind of 
Products 

Nom. Diameter 
Tolerance* of 
Coated Wires 
in Strand, mm  

(+/-) 

Nominal 
Diameter 
of Strand, 

mm 

Strand 
Die 
mm 

Tensile 
Strength of 

wire in Strand 
min, N/mm² 

Mass of Zinc 
Coating of 

Wire in Strand 
gr/m² 

Elongation 
of Wire in 

Strand      
% 

7×0,90 0,025 2,8 42 1000 100-150 1-5 

7×1,00 0,025 3,00 48 1200 100-150 1-5 

7×1,20 0,025 3,60 58 1200 100-200 1-5 

7×1,40 0,025 4,20 67 1200 120-250 1-5 

7×1,60 0,025 4,80 77 1200 150-250 1-5 

7×1,75 0,025 5,25 84 1500 200-300 1-5 

7×2,00 0,025 6,00 96 1500 200-300 1-5 

7×2,38 0,025 7,14 114 1500 200-300 1-5 

* Different specifications and tolerances may be provided by agreement with customer.  
 

Packaging 

 

SPOOL 
Outside 

Diameter 
mm. 

Inside 
Diameter 

mm. 

External Width 
mm. 

Internal Width 
mm. 

Hole 
Diameter 

mm. 

Weight 
Kg. 

IL-80 800 300 510 420 83 800-1000 
 


