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The Corrosion resistant armouring wires are used in special-purpose armouring of cables to provide 
impact and crush resistance, which find application in the energy, telecommunication, 
Instrumentation, traffic signal, Underwater, Data, Low Current, Low Voltage and Medium Voltage 
sector. 

Product Standard - 
Raw material Standard EN 10016-3 
Raw material Quality SAE 1006 ( low carbon produce from iron ore ) 
Coating Standard BS EN 5467, BS 6724 
Coating Type Hot Dip Galvanizing 
Wire dimensional standard - 
* Requested in accordance with the standards and specifications can be produced  

 

Products 

Thickness tolerance* Width tolerance* Min. Mass 
of Zinc 
Coating  
gr/m² 

Tensile 
strength  

min 
N/mm² 

Elongation 
after 

fracture  
Min. % 

Nom. Min. Max. Nom. Min. Max. 

4 x 0,80 0,8 0,75 0,85 4 3,9 4,1 120 350 12 

5 x 0,80 0,8 0,75 0,85 5 4,9 5,1 120 350 12 

5 x 1,10 1,1 1,1 1,16 5 4,9 5,1 120 350 12 

* Different specifications and tolerances may be provided by agreement with customer.  
 
 

Packaging 

SPOOL 
Outside 

Dia. mm. 
Inside Dia. 

mm. 
Outside Width 

mm. 
Inside Width 

mm. 
Hole Dia. 

mm. 
Weight  

Kg. 

IL-58 580 280 440 360 83 250-350 
* Flat wires are served in wooden spools. 
* Upon request, the amount of flat wires can be set. 
* Upon request, the type of wooden spool can be changed. 
* According to customer request, the flat wires can be served on steel spools. 
 


